AC Cooling Fans

A9225 Series

Size:92x92x25mm(3.62"x3.62"x1")

DIMENSION
Unit:mm(inch)
HOUSING : Die - Cast Aluminum, Painted Black ROTATION Pty
IMPELLERThermoplastic RBIL94V - 0 BHOLES
BEARING : Sleeve or Ball ] [
N

TERMINRBON Terminals or Lead wire
OPERAING VOAGE RANGE : 85 WAC to 125AC for 15 VIype

185 YAC to 245AC for 230 Type AIRFLOW
DIELECTRIC STRENGTH : 1/8000v 1 minute ]
INSULAION : Class B

82.5+0.25(3.25+0.01)
092+0.5(3.62+0.02)

INSULAION RESIBNCE : 100,000 Ohms min. @500 VDC 1
OPERAINGTEMPERAURE -10°Cto+ 70°CforSleevélype | L

-20°C to + 80°C for Byfle (03.'154)H I (0%‘154) 82.5+0.25(3.25+0.01)
SAFETY Impedance Protected 92+0.5(3.62+0.02)
WEIGHT300g (10 0z.) tio0n

AIR PERFORMANCE
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SPECIFICATION
RATED RATED INPUT AIR FLOW NOISE
MODELNO. | VOLTAGE FRE?#SNCY CURRENT | POWER | SPEED dB(A)
) A) (W) (RPM) CFM m¥min @ 1M
A9225V1H 115 50/60 0.15/0.13 12/9 2700/3100 | 30/36 [0.85/1.02| 39/41
A9225V2H 230 50/60 0.07 /0.06 12/9 2700/3100 | 30/36 [0.85/1.02| 39/41
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